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CARD

CARD

KEYFOB

KEYFOB

Dimension: L 85.6 x W 54 x T 0.76  mm
Frequency: 125 KHz /13.56 MHz / UHF
Material    : PVC

Dimension:  L 85.6 x W 54 x T 0.76 mm
Frequency: 125 KHz /13.56 MHz / UHF
Material    : High Vicat PETG

Dimension: L 85.6 x W 54 x T 1.9 mm
Frequency: 125 KHz /13.56 MHz
Material    : ABS + PVC

Dimension: L 36 x W 30 x T 7.5  mm
Frequency: 125 KHz /13.56 MHz
Material    : ABS / PC

Water Drop Keyfob
Dimension: L 50.5 x W 31.5 x T 9.5 mm
Frequency: 125 KHz /13.56 MHz
Material    : ABS

Tear Keyfob 
Dimension: L 40 x W 31 x T 5  mm
Frequency: 125 KHz /13.56 MHz
Material    : ABS

Dimension: L 45 x W 30 x T 1.6  mm
Frequency: 125 KHz /13.56 MHz
Material    : Glassfiber

Dimension: L 85.6 x W 54 x T 0.84  mm
After Snapped:         L 28.5 x W 54 mm
Frequency: 125 KHz /13.56 MHz
Material    : PVC

Dimension: L 25 x W 19 x T 0.83  mm
Frequency: 125 KHz /13.56 MHz
Material    : PVC

Dimension: L 28 x W 54 x T 1.8  mm
Frequency: 125 KHz /13.56 MHz
Material    : PVC

Dimension: L 85.6 x W 54 x T 0.76 mm
Frequency: 125 KHz /13.56 MHz / UHF
Material    : PVC / PETG

Dimension: L 56 x W 32 x T 8.1 mm
Frequency: 125 KHz /13.56 MHz
Material    : PC

LABEL

TAG

TAG

TAG

Dimension :  L 265 x W 31.5 x T 9 mm 
Frequency: 125 KHz / 13.56 MHz
Material    :  Tag - ABS /
                    Velcro Wristband - Nylon  

Dimension : L 65 x W 35.6 x T 6.5 mm
Frequency: 13.56 MHz
Material    :  PC

Dimension : L 65 x W 25 x T 3 mm
Frequency: 125 KHz / 13.56 MHz
Material    :  Epoxy + PVC

Diameter : 25  mm
Thickness: 1.3  mm
Center Hole: 8.5  mm
Frequency: 125 KHz / 134.2 KHz
Material    : Glassfiber 

Diameter :  22 / 17 / 14  mm
Thickness: 3.5 /  3 / 3  mm
Frequency: 125 KHz / 13.56 MHz
Material    :  PPS / Nylon +GF / 
                    PBT

Diameter :  20 / 25 / 30 / 35 / 50  mm
Thickness: 0.42 ~ 0.60  mm
Frequency: 125 KHz / 13.56 MHz
Material    :  PET 

Diameter :  28 / 30  mm
Thickness:  3  mm
Frequency: 125 KHz / 13.56 MHz
Material    :  Nylon + GF /
                    ABS + PC

Diameter : 30 / 35 / 30  mm
Thickness: 2.3 / 1.8 / 1.6  mm
Center Hole: 3.3 / 3.5 / 3  mm
Frequency: 125 KHz / 13.56 MHz
Material    : ABS / PVC / GF

Diameter :  20 / 21 / 25 / 30 / 35 
                 / 50  mm
Thickness: 1.1  mm / 1.6 mm
Frequency: 125 KHz / 13.56 MHz
Material    :  PVC 

Dimension: L 52 x W 52 x T 0.65 mm /
                   L 45 x W 30 x T 0.65 mm
Frequency: 13.56 MHz
Material    : PETG / PVC

Diameter : 35 / 40  mm
Center Hole : 16 mm
Thickness: 0.45 mm
Frequency: 125 KHz / 13.56 MHz
Material    : PP

Dimension : L 86 x W 54 x T 0.61  mm
Frequency: 13.56 MHz / UHF
Material    : PET

The above-information will be updated irregularly, please check SAG website for lastest information for avoiding any inconvenience.                            200808-1-500

Slender L 65.2 x W 25.2 x T 4.2 mm

Rectangle  L 50.5 x W 30 x T 4.5  mm

Pear L 45 x W 30 x T 4.5 mm

Oval  L 52.8 x W 25.5 x T 4.7 mm
           Frequency: 125 KHz /13.56 MHz
           Material    : PVC + Epoxy


